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Digital flexibility with industrial performance



High-volume inkjet printing

RotaJET operating concept
The system can be run by just one 
operator (not necessarily a printer). 

KBA AutoSplicer + Patras M
A standard feature of the RotaJET L-Series 
is the automatic reel splicer in connection 
with KBA Patras M for the efficient, safe 
and easy handling of substrate reels. The 
KBA AutoSplicer supports rapid substrate 
changes, eliminates makeready processes 
and enhances the output of the RotaJET 
L-Series.

Efficiency and print quality  
begin with the paper infeed
Compared to other well-known digital 
printing systems, the reel unwinder on the 
RotaJET L-Series is one of the well-known 
and proven components taken from the 
KBA offset presses. It allows substrates 
and reels to be changed without stopping 
the web. This results in a high level of 

automation and enhanced productivity. 
Moreover, the RotaJET L-Series features 
web tensioning and web-edge control.

RotaJET web guidance system
The optimised web guidance system 
ensures back-to-back colour printing 
without turner bars, which is a major 
benefit when printing with very low- or 
high-grammage stock. In addition, the 
system ensures that the printed web does 
not come into contact with guide rollers 
or any other components before it reaches 
the dryer, thus preventing ink set-off.

Dryer and integrated cooling system
Intelligent, low-energy dryers facilitate 
the dynamic switching between large 
and small areas of solids coverage. The 
KBA RotaJET L-Series dries at a very 
low temperature and thus guarantees 

an exemplary energy balance as well as 
key advantages in terms of flatness and 
register compared to conventional inkjet 
printing systems. The integrated cooling 
system efficiently cools the web after the 
drying process guaranteeing safer and 
easier online finishing.

Automatic webbing-up 
for outstanding availability
The KBA RotaJET L-Series is equipped 
with proven mechanisms to reduce the 
risk of web breaks. Manufacturing defects 
during web production (which could 
result in a potential web break) cannot be 
completely ruled out. Therefore, the press 
features an automatic webbing-up system 
which automatically readies the system to 
print within a few minutes – instead of up 
to 10 times longer for a manual web-up, a 
feature of comparable presses from other 
suppliers.

All KBA RotaJET L-Series presses share the same hardware platform and  
provide full upgrade path from 890 mm mono (left) up to 1,300 mm 4C (right)

Automatic webbing-up system which automatically 
readies the RotaJET L-Series to print within a few minutes

KBA Patras supports various levels of sophistication 
from manual (standard) to fully automatic (option)
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Inkjet print quality with 
the KBA central cylinder
Inkjet is the only real non-impact printing 
process used in practice. It has numerous 
advantages, such as the full decoupling 
of the printing process from the 
substrates used, but on the other hand 
the substrates need to be guided under 
the printing inkjet heads with absolute 
precision and evenly. Compared to other 
vendors, KBA relies on a web path over 
a central cylinder which guarantees that 
the substrate is 100% stable. This means 
that the KBA RotaJET L-Series delivers 
outstanding register accuracy as well as 
an even image reproduction.

KBA XLO RIP 
The KBA XLO workflow is based on 
Adobe APPE architecture. Its structure 
is flexible and scalable allowing for the 
RIP performance to be adapted to meet 
specific needs. Whether short run or 
highly personalized direct mail, depending 
on configuration the KBA XLO always 
offers enough performance to ensure 
that the RotaJET L-Series can be run at 
high speed. It is no problem if your data 
volume or application area should change 
in the future as the KBA XLO solution can 
be upgraded to meet your demands.

Wide range of substrates
Every printing process demands suitable 
substrates. The proven offset printing 
process has a raft of various materials at 
its disposal. Nevertheless, the RotaJET 
L-Series already has an entire range of 
substrates available for new and future 
inkjet printing technologies, and this 
range is increasing permanently. KBA is 
more than happy to advise you on the 
right substrate, from lightweight stock to 
carton.

RotaColor Control Station
The use of RotaColor Control fluid 
before printing considerably expands 
your choice of substrate and allows the 
virtually unrestricted use of cost-effective 
uncoated offset paper.

Print @ RampUp
The KBA RotaJET L-Series excels with its 
efficiency. The optimal union of precision 
engineering, cutting-edge inkjet-head 
technology and KBA RotaColor polymer 
inks enables good copies to be produced 
even during press start-up and stops. This 
cuts waste, enhances the efficiency of 
online finishing systems, saves costs and 
ensures faster job changes.

Offer your customers more flexibility with 
on-demand production and short lead times.
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KBA RotaJET L-Series
At a glance

Performance data 
Max. web speed: 150 mpm (500 fpm)
Max. web width: 895 - 1,300 mm (35 - 51.2 in)
Print width: 888 - 1,293 mm (34.9 - 50.9 in)
Cut-off length: variable 
Print volumes: 116 - 175 mio A4 pages/month 
 
Web lead 
Paper Logistics Patras M (manual reel logistics system) 
KBA AutoSplicer reel diameter: 1280 mm (50.4 in) 
  automatic webbing up fully automated web tension control 
Printing heads 
Printing head technology: piezo electrically modulated DOD inkjet printing heads, fully automated printing head alignment
Print resolution: 600 dpi native, quality plus due to 2-bit multi-level, variable droplet sizes
Stitching: automatic alignment of printing heads in array 
 
Inks KBA RotaColor polymer pigment ink 
 
Dryer compact, energy-saving infrared dryer  
  combined with the web being blown off with warm air 
Workflow/communications APPE-based native PDF workflow 
  JDF standard for press line intercommunication
  and integration of third-party systems (post-press) 
 
Options KBA Patras A (fully automatic reel logistics system) 
  RotaColor Control Station (Pre-Coater)
  DFE Expansion kit
  KBA Turret Rewinder
 
No part of this publication may be reproduced in any way without the permission of Koenig & Bauer AG. Illustrations may depict 
special features not included in the basic press price. Subject to structural and/or technical modifications without notice. 
 

The KBA RotaJET L-Series from Koenig & Bauer AG
For further information please contact our sales department at:


